
48 V ROPE TRACK LUMINAIRE

Corda Spot
Product code: 20 01 IC HR 006

Corda Spot is a 48 V rope track luminaire. Angled cylinder
spot housing, Ø101 × 103 mm. With terracotta red painted
aluminium housing, it offers IP20 protection, Ra>80 colour
rendering and 4000K colour temperature. It is clipped
anywhere along the rope for decorative pendant lighting in
restaurants, cafés, hotel lobbies, shops, showrooms and
homes; it comes with a 3-year warranty.

POWER

9 W
LUMINOUS FLUX

975 lm
EFFICACY

108 lm/W

COLOUR
RENDERING

Ra > 80

IP RATING

IP20
WARRANTY

3 years

IP
20

Ta
-20 / +40 °C CRI>80

KEY FEATURES

DIMENSIONS (MM)

TECHNICAL DATA

IP rating IP20

Housing Terracotta red painted aluminium
housing

Mounting Rope track (48 V)

LED Samsung, Bridgelux, Lumileds,
Ledvance

Input voltage 48 V DC (halat ray sürücüsü)

Ambient
temperature

-20 / +40 °C

LED lifetime 50,000 h

Dimensions Ø101 × 103 mm

Warranty 3 years

Technical values are subject to a ±10% tolerance. Efficacy is calculated
by dividing luminous flux by nominal power. Harmony ELS reserves the
right to make changes to products without prior notice.
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Clips onto the 48 V rope track and can be fixed
anywhere along it

Narrow 24° beam for product and table accents

9 W, 975 lm, 4000K, Ra > 80

Terracotta red finish matching the rope

Low voltage (48 V DC), IP20, -20 / +40 °C



48 V ROPE TRACK LUMINAIRE

Corda Spot
Product code: 20 01 IC HR 006

LIGHT AND POWER OPTIONS

Code LED Power Luminous flux Efficacy CCT CRI

20 01 IC HR 006-9-840 Samsung, Bridgelux, Lumileds, Ledvance 9 W 975 lm 108 lm/W 4000K Ra > 80

CUSTOMISATION

COLOUR TEMPERATURE

4000K

DRIVER AND CONTROL

BEAM ANGLE

24°

MOUNTING

Rope track

HOUSING COLOUR

07 Terracotta red

Up-to-date information and all options
https://harmonyels.com/en/product/corda-spot

Technical values are subject to a ±10% tolerance. Efficacy is calculated
by dividing luminous flux by nominal power. Harmony ELS reserves the
right to make changes to products without prior notice.
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Standard driver (on/off)


