
LED LINEAR LUMINAIRE

Line L
Product code: 10 01 LN LI 008

Line L is a square 90 × 90 mm linear LED luminaire with an
opal diffuser; 500, 1000, 1500, 2000 and 3000 mm long or any
custom length, at 250 or 350 mA, for pendant, surface or
recessed mounting. Extruded aluminium body; IP20, Ra>80
(Ra>90 option), 2700K–5000K and Tunable White, DALI/1-
10V/Triac/wireless control. Used singly or in continuous runs in
offices, corridors and shops; 3-year warranty.

POWER

12–89 W
LUMINOUS FLUX

833–9,527 lm
EFFICACY

69–113 lm/W

COLOUR
RENDERING

Ra > 80 / 90

IP RATING

IP20
WARRANTY

3 years

IP
20 CE CRI>80 CRI>90

KEY FEATURES

DIMENSIONS (MM)

TECHNICAL DATA

Electrical class Class II

IP rating IP20

Housing Extruded aluminium profile, powder
coated

Mounting Recessed, Surface-mounted,
Pendant

LED type SMD mid-power LED

LED Samsung, Bridgelux, Lumileds

Optics Opal diffuser, 110°; micro-prismatic
diffuser option for UGR < 19

Driver Philips, Osram, Tridonic, Eaglerise,
Lifud

Input voltage 220–240 V AC, 50–60 Hz

LED lifetime 50,000 h (L80B10)

Dimensions Cross-section 90 × 90 mm; lengths
500, 1000, 1500, 2000, 3000 mm
and custom

Warranty 3 years

Origin Türkiye

Technical values are subject to a ±10% tolerance. Efficacy is calculated
by dividing luminous flux by nominal power. Harmony ELS reserves the
right to make changes to products without prior notice.
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Square 90 × 90 mm aluminium profile

Opal diffuser, 110° even light; micro-prismatic diffuser
option for UGR < 19

Pendant, surface or recessed mounting

2700K–5000K and Tunable White; Ra>80 (Ra>90
option)

On/off, phase-cut, 1-10V, DALI and wireless control



LED LINEAR LUMINAIRE

Line L
Product code: 10 01 LN LI 008

LIGHT AND POWER OPTIONS

Code Dimensions (mm) Power Current
830 840 930 940

10 01 LN LI 008-12-500 90 × 90 × 500 12 W 250
mA

995 1,049 833 879

10 01 LN LI 008-22-1000 90 × 90 × 1000 22 W 250
mA

2,065 2,177 1,729 1,824

10 01 LN LI 008-32-1500 90 × 90 × 1500 32 W
250
mA 3,135 3,305 2,624 2,770

10 01 LN LI 008-42-2000 90 × 90 × 2000 42 W
250
mA 4,205 4,433 3,520 3,716

10 01 LN LI 008-62-3000 90 × 90 × 3000 62 W
250
mA 6,344 6,689 5,312 5,607

10 01 LN LI 008-20
Custom length (per
metre) 20 W/m

250
mA 2,140 2,256 1,791 1,891

10 01 LN LI 008-16-500 90 × 90 × 500 16 W
350
mA 1,308 1,379 1,096 1,156

10 01 LN LI 008-31-1000 90 × 90 × 1000 31 W 350
mA

2,853 3,009 2,390 2,522

10 01 LN LI 008-45-1500 90 × 90 × 1500 45 W 350
mA

4,399 4,638 3,683 3,888

10 01 LN LI 008-60-2000 90 × 90 × 2000 60 W 350
mA

5,944 6,268 4,977 5,253

10 01 LN LI 008-89-3000 90 × 90 × 3000 89 W 350
mA

9,035 9,527 7,565 7,985

10 01 LN LI 008-29
Custom length (per
metre)

28.9
W/m

350
mA

3,091 3,259 2,587 2,731

Luminous flux (lm). Made to any length beyond those listed; power and luminous flux scale with the per-metre value. The colour code is added to the end
of the order code (e.g. -840): the first digit is colour rendering (8 = Ra>80, 9 = Ra>90), the last two are colour temperature (30 = 3000K, 40 = 4000K).

CUSTOMISATION

COLOUR TEMPERATURE

2700K 3000K 3500K 4000K 5000K

Tunable White

DRIVER AND CONTROL

MOUNTING HOUSING COLOUR

01 Whit 02 RAL 9010

3000K ·
Ra>80

4000K ·
Ra>80

3000K ·
Ra>90

4000K ·
Ra>90

Standard driver (on/off)

DALI

1-10V

Triac

Wireless control


