
TRACK SYSTEMS

Single-Phase Track and Accessories
Product codes: 20 01 IC RA 001 – 013

TRACK CROSS-SECTIONS

34.2 mm

21
 m

m

Single-Phase Track

SYSTEM FEATURES

Single-phase track is an aluminium track system fed from one
circuit. Track spotlights clip on anywhere along the run and can
be moved later. It is a slim, economical solution for accent lighting
switched as one group in shops, showrooms, galleries, offices
and homes.

Product pages and latest information
harmonyels.com/en/products/single-phase-track

SYSTEM COMPONENTS

20 01 IC RA 001

Single-Phase Track
34.2 × 21 mm · 2915 mm

20 01 IC RA 002

Single-Phase Power
Feed
35 × 108 × 20 mm

20 01 IC RA 003

Single-Phase End Cap
35 × 21 mm

20 01 IC RA 004

Single-Phase Straight
Connector
76 × 31 × 21 mm

20 01 IC RA 005

Single-Phase L
Connector
71 × 71 × 21 mm

20 01 IC RA 006

Single-Phase T
Connector
70 × 106 × 21 mm

20 01 IC RA 007

Single-Phase X
Connector
106 × 106 × 21 mm

20 01 IC RA 008

Single-Phase Flexible
Connector
35 × 270 × 21 mm

20 01 IC RA 009

Single-Phase Track
Adapter
28.5 × 65 × 42.2 mm · 12
mm nipple

20 01 IC RA 010

Single-Phase
Compact Track
Adapter
32 × 82 × 36 mm · 20 mm
above track

20 01 IC RA 011

Single-Phase Driver
Adapter
34 × 184 × 41 mm · 30 W,
700 mA

20 01 IC RA 012

Adjustable
Suspension Wire
Ø1.2 mm · 1.5 m (1–3 m)

20 01 IC RA 013

Single-Phase
Suspension Bracket
32 × 42 × 22 mm

Track and accessories are ordered separately. Dimensions in mm;
subject to change due to product development. All products carry a 3-
year warranty.
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One circuit, 1.6 mm copper conductor, plate earthing
L, T, X and flexible connectors fit any layout
Driver adapter for driverless LED luminaires
Surface or suspended on adjustable wires


