
TRACK SYSTEMS

Three-Phase Track and Accessories
Product codes: 20 01 IC RA 014 – 029

TRACK CROSS-SECTIONS
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Three-Phase Recessed Track

SYSTEM FEATURES

Three-phase track is an aluminium track system carrying three
separate circuits. Spotlights on the same run are wired to
different circuits so that display, shelf and general lighting are
switched or dimmed separately. With surface and plasterboard-
recessed versions it is the standard track system for shops,
supermarkets, museums and large commercial spaces.

Product pages and latest information
harmonyels.com/en/products/three-phase-track

SYSTEM COMPONENTS

20 01 IC RA 014
Three-Phase
Surface Track
32 × 36 mm · 3000 mm

20 01 IC RA 015
Three-Phase
Recessed Track
56 × 36 mm · 3000 mm

20 01 IC RA 016
Three-Phase
Power Feed
31.5 × 33 × 98 mm

20 01 IC RA 017
Three-Phase End
Cap
31.5 × 33 × 32 mm

20 01 IC RA 018
Three-Phase
Straight Connector
20.3 × 26.5 × 70 mm

20 01 IC RA 019
Three-Phase Long
Connector
32 × 33.2 × 161 mm

20 01 IC RA 020
Three-Phase L
Connector
32 × 33.6 × 96.4 mm

20 01 IC RA 021
Three-Phase T
Connector
32 × 33.2 × 161 mm

20 01 IC RA 022
Three-Phase X
Connector
32 × 33.2 × 161 mm

20 01 IC RA 023
Three-Phase
Flexible Connector
32 × 33.2 × 264 mm

20 01 IC RA 024
Three-Phase Track
Adapter
32.5 × 42.2 × 73.5 mm

20 01 IC RA 025
Three-Phase
Nipple
Ø25 mm body

20 01 IC RA 012
Adjustable
Suspension Wire
Ø1.2 mm · 1.5 m (1–3
m)

20 01 IC RA 026
Three-Phase
Suspension
Bracket
2.2 mm clamp · M4

20 01 IC RA 027
Three-Phase
Insulation Profile
Extruded PVC

20 01 IC RA 028
Three-Phase
Recessed Track
Mounting Clip
35 × 22 × 92 mm

20 01 IC RA 029
Three-Phase Track
Joint Fixer
34 × 80 × 22 mm

Track and accessories are ordered separately. Dimensions in mm;
subject to change due to product development. All products carry a 3-
year warranty.
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3 circuits, 2.2 mm copper conductors, earth line
32 × 36 mm surface and 56 mm flanged recessed track
Inside/outside L, four-way T, X and flexible connectors
Suspension brackets, joint fixers and recessed mounting clips


