LED IN-GROUND LUMINAIRE

HARMONY Sentiero 100 Two-Way

Energy Lighting Solutions

Product code: 20 01 DC GM 008

Sentiero 100 Two-Way is a ground-grazing in-ground LED
guidance luminaire. With a @100 mm cover; its two-sided side
light output lights walkways and step fronts. With electrostatic

POWER
34-5W

COLOUR
RENDERING

Ra > 85

powder-coated aluminium body and clear glass, it offers IP65
protection, Ra>85 colour rendering and 2700K—4000K colour
temperatures. It is used for guidance lighting of walkways,

gardens, terraces and steps; it comes with a 3-year warranty.

LUMINOUS FLUX EFFICACY
440-670 Im 126-138 Im/W
IP RATING WARRANTY

IP65 3 years
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KEY FEATURES TECHNICAL DATA

m In two opposite directions side light output; glare-free IP rating
guidance light grazing the ground

IP65

Housing Electrostatic powder-coated
m For walkways, gardens, terraces, steps and facade .
aluminium body
bases
m IP65; impact- and vibration-resistant aluminium body, Mounting In-ground
clear glass Optics Clear glass
m @92 mm cut-out, 140—-160 mm installation depth ) )
Dimensions @100 x 123 mm
m 2700K, 3000K and 4000K; Ra>85
. Cut-out @92 mm
m Anthracite or any RAL colour
Warranty 3 years
DIMENSIONS (MM)
.
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LIGHT AND POWER OPTIONS

Code LED Power Luminous flux Efficacy (ofo3)
20 01 DC GM 008-3.4-827 3.4W 440 Im 129 Im/W 2700K
20 01 DC GM ©08-3.4-830 34W 440 Im 129 Im/W 3000K
20 01 DC GM 008-3.4-840 34W 470 Im 138 Im/W 4000K
20 01 DC GM 008-5-827 5W 630 Im 126 Im/W 2700K
20 01 DC GM 008-5-830 5W 630 Im 126 Im/W 3000K
20 01 DC GM 008-5-840 5W 670 Im 134 Im/W 4000K
CUSTOMISATION
COLOUR TEMPERATURE MOUNTING
2700K 3000K 4000K
-
In-ground
HOUSING COLOUR
B 05 Dark grey I 06 Any RAL colour
Up-to-date information and all options
https://harmonyels.com/en/product/sentiero-100-cift-yon
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