
LED IN-GROUND LUMINAIRE

Solco
Product code: 20 01 DC GM 013

Solco is an in-ground LED luminaire. Linear body with a
rectangular frame and a single row of lens optics; 300, 530
and 1010 mm long. With corrosion-resistant aluminium or
stainless steel body, UV-resistant finish, it offers IP65
protection. It is used for in-ground accent lighting of
landscapes, facades and walkways; it comes with a 3-year
warranty.

POWER

9–36 W
LUMINOUS FLUX

1,080–4,320
lm

EFFICACY

120 lm/W

IP RATING

IP65
WARRANTY

3 years

IP
65

Ta
-20 / +45 °C

KEY FEATURES TECHNICAL DATA

IP rating IP65

Housing Corrosion-resistant aluminium or
stainless steel body, UV-resistant
finish

Mounting In-ground

LED Samsung, Bridgelux, Lumileds,
Ledvance

Driver Philips, Osram, Tridonic, Eaglerise,
Lifud

Ambient
temperature

-20 / +45 °C

Dimensions Dimensions in the variant table
(frame width × body width × length);
cut-out 53 × 250 / 480 / 960 mm

Warranty 3 years

Technical values are subject to a ±10% tolerance. Efficacy is calculated
by dividing luminous flux by nominal power. Harmony ELS reserves the
right to make changes to products without prior notice.
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Single row of lens LEDs for a long, narrow line of light

For walkways, stairs, facade bases and landscape
lines

IP65, corrosion-resistant aluminium or stainless steel
body

300, 530 and 1010 mm lengths; 9, 18 and 36 W

UV-resistant finish, -20 / +45 °C operating temperature



LED IN-GROUND LUMINAIRE

Solco
Product code: 20 01 DC GM 013

LIGHT AND POWER OPTIONS

Code Dimensions (mm) Power Luminous flux Efficacy CCT CRI

20 01 DC GM 013-9-300 75 × 53 × 300 9 W 1,080 lm 120 lm/W —

20 01 DC GM 013-18-530 75 × 53 × 530 18 W 2,160 lm 120 lm/W —

20 01 DC GM 013-36-1010 75 × 53 × 1010 36 W 4,320 lm 120 lm/W —

CUSTOMISATION

MOUNTING

In-ground

Up-to-date information and all options
https://harmonyels.com/en/product/solco

Technical values are subject to a ±10% tolerance. Efficacy is calculated
by dividing luminous flux by nominal power. Harmony ELS reserves the
right to make changes to products without prior notice.
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