
ACOUSTIC LED PENDANT LUMINAIRE

Velluto Halka
Product code: 20 01 IC AK 008

Velluto Halka is an acoustic felt LED pendant luminaire. Ring
pendant wrapped in felt fins, Ø447–1890 mm. With aluminium
body, 9 mm recycled PET acoustic felt and opal diffuser, it
offers IP40 protection, Ra>80 colour rendering, 2700K–6500K
and Tunable White colour temperatures, DALI control and an
emergency kit option. It is used for lighting and sound
absorption together in reverberant spaces such as offices,
meeting rooms, shops, schools, hospitals and malls; it comes
with a 3-year warranty.

POWER

26–200 W
LUMINOUS FLUX

2,117–21,945
lm

EFFICACY

78–111 lm/W

COLOUR
RENDERING

Ra > 80 / 90

IP RATING

IP40
WARRANTY

3 years

IP
40 CE CRI>80 CRI>90

KEY FEATURES TECHNICAL DATA

Electrical class Class I

IP rating IP40

Housing Aluminium body, 9 mm recycled
PET acoustic felt

Mounting Pendant

LED type SMD mid-power LED

LED Samsung, Bridgelux, Lumileds,
Ledvance

Optics Opal diffuser

Driver Philips, Osram, Tridonic, Eaglerise,
Lifud

Input voltage 220–240 V AC, 50–60 Hz

LED lifetime 60,000 h (L70)

Dimensions Dimensions in the variant table

Warranty 3 years

Technical values are subject to a ±10% tolerance. Efficacy is calculated
by dividing luminous flux by nominal power. Harmony ELS reserves the
right to make changes to products without prior notice.
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9 mm recycled PET acoustic felt; NRC 0.70 sound
absorption

Fire rating EN 13501-1 B-s1,d0 and ASTM E84 Class
A

Opal diffuser, 120° wide light distribution

2700K–6500K, Tunable White and RGBW options;
Ra>80 (Ra>90 option)

11 felt colours; white, black or any RAL body colour

Adjustable steel wire suspension with ceiling junction
box



ACOUSTIC LED PENDANT LUMINAIRE

Velluto Halka
Product code: 20 01 IC AK 008

LIGHT AND POWER OPTIONS

Code Dimensions (mm) Power 830 840 930 940

20 01 IC AK 008-26-447 79 × Ø447 × 200 26 W 2,459 2,585 2,117 2,227

20 01 IC AK 008-39-620 79 × Ø620 × 200 39 W 3,691 3,880 3,178 3,343

20 01 IC AK 008-61-620 79 × Ø620 × 200 61 W 5,550 5,835 4,780 5,028

20 01 IC AK 008-53-800 79 × Ø800 × 200 53 W 4,918 5,170 4,235 4,455

20 01 IC AK 008-80-800 79 × Ø800 × 200 80 W 7,400 7,780 6,373 6,704

20 01 IC AK 008-66-980 79 × Ø980 × 200 66 W 6,145 6,460 5,292 5,566

20 01 IC AK 008-100-980 79 × Ø980 × 200 100 W 9,250 9,725 7,966 8,380

20 01 IC AK 008-79-1155 79 × Ø1155 × 200 79 W 7,809 8,210 6,725 7,074

20 01 IC AK 008-120-1155 79 × Ø1155 × 200 120 W 11,714 12,315 10,088 10,612

20 01 IC AK 008-92-1335 79 × Ø1335 × 200 92 W 9,740 10,240 8,388 8,824

20 01 IC AK 008-140-1335 79 × Ø1335 × 200 140 W 14,610 15,360 12,582 13,235

20 01 IC AK 008-105-1500 79 × Ø1500 × 200 105 W 11,133 11,705 9,588 10,086

20 01 IC AK 008-160-1500 79 × Ø1500 × 200 160 W 16,703 17,560 14,384 15,131

20 01 IC AK 008-132-1890 79 × Ø1890 × 200 132 W 13,916 14,630 11,984 12,606

20 01 IC AK 008-200-1890 79 × Ø1890 × 200 200 W 20,874 21,945 17,976 18,910

Luminous flux (lm). The colour code is added to the end of the order code (e.g. -840): the first digit is colour rendering (8 = Ra>80, 9 = Ra>90), the last
two are colour temperature (30 = 3000K, 40 = 4000K).

CUSTOMISATION

COLOUR TEMPERATURE

2700K 3000K 4000K 5000K 6500K

Tunable White RGB

DRIVER AND CONTROL

BEAM ANGLE

120°

MOUNTING

Pendant

HOUSING COLOUR

01 White 03 Black

06 Any RAL colour

Up-to-date information and all options

3000K · Ra>80 4000K · Ra>80 3000K · Ra>90 4000K · Ra>90

DALI

Emergency kit, 3 hours


